ANTI-GUNNERS ARE A THREAT TO AMERICA
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B One of the most compact .380 auto pis-
tols on the market today is the AMT Back
Up. As its name suggests, this little power
package, which is small enough to fit into
the palm of a hand, 15 designed as a second
gun for police officers. Thanks to its ease
of concealment and stainless-steel con-

Accurate

and reliable, this

new rimfire version of
the Back Up offers much
to police officers and
plinkers alike.

By Dave Arnold

'
Disassembly of the Back Up starts
by releasing the magazine, removing
it and then cycling the slide to
verify that the handgun is empty.
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struction, the Back Up has enjoved good
sales which is, no doubt, one of the reasons
why it is now being offered in .22 LR
The new pistol 15 exactly the same size
as the 380 Back Up and identical to it in
many respects. The .22 Back Up is an
eight-shot, blowback-operated, single-ac-

In order to remove the Back Up's bolt,
it's necessary to use a drift to drive
out the hardened pin that retains
the bolt's position in the slide.

tion semi-automatic pistol which is con-
structed almost entirely from stainless
steel. Tts most significant feature is its com-
pactness; its overall length is only 4%
inches while its height and width are just
under 3% and one inch respectively. The
length of its barrel and chamber is 2% in
Placed side by side the .380 and .22 Back
LUps appear to be exactly the same. Apart
from caliber, both the frame and slide of
each gun look identical at first glance as do
the other components. However, on closer
examination it can be seen that there are
quite a number of differences, although the
basic concept of the pistols is the same.
All of the changes have been made to
accommaodate the .22. Unlike other pistols
of the same type which house their firing
pins and extractors in the slide, the Back
Ups have theirs in a removable bolt which
is located in the slide just behind the ejec-
tion port. In the .22 version the extractor
is on the right side and not on the top as
is the case with the .380. The .320 also has
a stronger recoil spring to handle the more
powerful round. Each pistol has a different
tvpe of ejector and this, together with the
bolt, have required alterations to the slides
with the overall result that they are not in-
terchangeable.

When the pin is driven from its loca-
tion, the slide must be moved to the
rear so that the bolt can be lifted
away from slide/receiver assem bly.



The pistols have identical safeties. The
manual safety catch is located on the left
side, just behind the trigger which, for a
right-handed person, places it in an ideal
position for operation by the thumb. The
safety is applied by pushing it up and re-
leased by pushing it down. Red and white
dots help remind one of the position of the
safety catch.

The Back Up also has a grip safety. This
is of the usual design and is located in the
rear of the grip. It prevents the gun from
firing unless it is held properly in the hand.
The grip safety also doubles as a cocking
indicator as it only protrudes if the ham-
mer is back. The manual safety will also
signal the condition of the pistol for it can-
not be applied unless the hammer is
cocked

The magazine release catch is located at
the bottom rear of the grip. Unlike most
pistols of this type, the catch is easy to op-
erate in that it's fairly large and serrated.
Likewise, the slide is very easy to operate,
having deep parallel grooves on its sides
that enable the thumb and fingers to get a
good grip. This is in contrast (o most other
small autos which usually have slides that
are very stiff and difficult 1o operate.

The front of the magazine floor plate has

The small over-
all size of the Back

Up makes it the perfect

handgun for the backpacker,

or a police officer who is looking
for a “back up" to his service revolver.
In either case this .22 does the job.
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Upon reassembly of the Back Up, care must be Other than the drift needed for the pin holding the bolt in
exercised in replacing the bolt so that when place, the Back Up can be totally field stripped without the use
it is in the proper location it will line up of any tools. When stripped the care AMT puts into the manufac-
with the retaining pin holes in the slide. ture of the pistol can be observed; it's a quality-made handgun.

nm

Once the bolt is removed the slide (under With the slide removed from the receiver, the recoll spring and
pressure from the recoil spring, so care must recoil spring guide can be slipped from their location under
be taken to avoid injury) can be slid forward the fixed barrel. This is as far as the pistol needs to be sirip-
and removed from the stainless-steel receiver. ped for normal cleaning and maintenance after a day's shooting.
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.22 BACK UP

a tang that helps a little
in gripping the tiny
pistol.  Actually the
pistol is quite comfort-
able to hold, in spite
of the small size of its
grip, Sights are of the fixed type and, typi-
cal of this style of handgun, consist o1 a
small front blade in a groove on the slide.
The way the pistol has been constructed
deserves some comment. With the excep-
tion of the magazine floor plate and the
grips, which are of a tough black plastic
material, the entire pistol has been made of
stainless steel. This is in keeping with all
handguns made by AMT, which has spe-
cialized in the use of stainless steel in their
manufacturing from the beginning

{Above) The difference between a .22
and a .380 entrance hole in the oil-
based clay blocks can be seen here.
(Right) The inherent accuracy of the
test .22 Back Up was apparent with
groups like these being the norm.
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Most of the components have been in-
vestment cast. While this is quite a normal
practice in pistol production, the fact that
stainless steel is used is significant. I have
had some exposure to the difficulties of us-
ing stainless steel in the manufacture of
auto pistols. Unlike ordinary steels, this
materiel is tough to machine so it makes
sense to use castings. However, casting
stainless steel is also difficult and the fine
quality of the Back Up shows that this
company knows what it is doing.

Yery clever use has been made of the
castings so that a minimum of machining
is required. It appears that very little, if
any, finishing is given to the exterior of the
slide and frame, yet this in no way detracts
nom the appearance of the little pistol. The
surface of these castings is satin smooth
and this, together with the sides of the slide
(which is the only exterior area to be ma-
chined), gives a very attractive dual-tone
finish.

The operation of the Back Up presents
no surprises. The magazine, which holds
eight rounds of either .22 Long Rifle or
some of the more potent brands like
C.C.I's Stinger, is loaded in the normal
manner. At first it seemed as though the
little pistol's magazine held ten rounds for

The safety location, just
in front of the left grip
panel, is perfectly loca-
ted for fast operation by
a right-handed shooter.
The grip safety is an aid
to make sure the gun won't
fire unless the shooter
has the proper control.

Other than the extractor
location, the overall view
of the .22 (front) is ex-
actly the same as the .380
Back Up, the first small-
framed gun made by AMT.

it was marked accordingly on its one side.
However, try as I might, I could only get
eight in the magazine—nine if [ loaded the
chamber as well. Once the magazine has
been loaded and inserted into the bottom
of the grip, the slide must be cvcled to load
the chamber and cock the hammer, which
is concealed inside the slide. After the last
shot has been fired the slide will return for-
ward instead of being locked open.

I had some difficulty in figuring out how
to field strip the Back Up for cleaning be-
cause the pistol we received for testing had
no instructions. I understand that produc-
tion guns will be sold with a set of instruc-
tions, so shooters won't encounter the
same problems as I did. Actually, field
stripping the Back Up is quite simple.

First remove the magazine and make
sure the pistol is safe by pulling back the

continued on page 76

AMT's pleasant dilemma: the .380
with its 5-round magazine, or the
new .22 Back Up with its & rounder.






